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CONSTRUCTION DETAILS LU W : | . i i ions pri i ion. - -
& X. Cap and abandon existing conduit. Pl | l | l : | | ” 1. The cotafrqcfor shall v?r:fy all proposed pole and cabinet io.cahons prior to :nf‘raliahon . . 10. The 10 Ft. separation between pushbuttons is o be measured from

(A. Use existing base mounted NEMA six cabinet/controller and necessary equipment. Instali APS equipment. Y. Use existing span wire. Remove/Replace/Instail vehicle . | | | ] H 2. Al existing traffic signal squipment removed shali become the property of the signal contractor upon completion of the new signai. face of pushputton, NOT center of pole unused cable shall be remove.
B. Install 12 in x 32 . 2 ply steel strain pole with LED countdown pedestrian signal head, 20 . luminaire arm signal head and signs. Relocate existing vehicle signal | IR 3. For ¥inal pavement markings refer to the Pavenent Marking Plans.. Pavement markings detalled are proposed and are fo be installed

and 250 watt HPS fumingire .(No-l-eg one 3 in. PVC conduit bend). head as shown | —i | ! | [ by the Contractor in accordance with MD-SHA standards. All other pavement markings will either be installed as part of the
C. Install 10 ft. steel pedestal pole on bredk away base with LED countdown pedestrian signal head. Z. Remove existing handhole. . = | 1 Ol kk Develope.)r s project or ar:e to be. cms;defec.i as SX*ST'HQ- . ) o . These biane are approved for comstruction for o period of one (1) year

APS pedestrian pushbutton, and pedestrian pushbutton S|gn (Note: one 2?2 in. PVC conduit bend). Remov + d all attached tratfi —~~ | 4. Geometrics shall be confirmed prior to the installation of signal equipment. All +traffic signal foundations shall be installed at fingl from +thae dote of approval. Should construstton not begin within +his

Q. ¢ existing span wire and all attached traffic \\\ 3 L I | | I AN . . . . . time frame These plans shoil be nuil ond vold without a re—review from

D. Instail § ft. stee! psdestai pole on break away base with pedestrian pushbutton. and pedssirian pushbutton s;gn. signal equipment. o AL N=—=:  sidewalk or curb grade for closed sections. highest roadway profile grade for. open sections. to meet clearances as specified in the Trafflo Englneering design Division.

(Note: one 2 in PVC conduit bend). x_ b. Remove existing pavement markings by grinding. “ Q: MD 816.03, MD 818.01, MD 818.02. MD 818.04. The contractor shall verify ultimate grades prior to the installation of all signal equipment. .
E. Use existing steel strain pole. Remove existing pedqs?r‘!an signal equipment for MD 2 crossing only and repiace ¢, Remove and replace existing sidewalk for hanhole. I = 5. Proposes poles are to be located so that they can be activated by a person in ¢ wheelchair from a 60 in. x 60 in. level iaonding areg. and STATE OF MARYLAND

with LED countdown pedestrian signal heads and pedestrian pushbutton sign as shown. d. Remove existing stesl strain pole and ail attached equipment. || B does not reach no more than 18 in. A level landing ared is an area with a cross slope of less than or equal fo 2% D;%%Tﬁfggwai mg’rg‘;;ﬁ (IJ%N
F. Use existing steel strain pole. 6. Use existing span wire and replace vehicle signal heads. I 6. Contractor shall be responsible for delivering APS equipment for programming to MD-SHA Signal Maintenance Shop. Location
6. Use existing stesl straln pole and remove existing pedestrian signal equipment. £. Install temporary backguy on existing pole | E - of accessible signal pushbutton must meet requirements of the MUTCD. See 4E.9 and Fig. 4E.3. - AFFUIFCF IECNEG IUNFEE'%R&F(;’ I{§:E S&I GSNAFDEIQYI SION
H. Install handhote. g. Install 2 in polyvinyl chioride [Schedule 1 L /fﬁ 1. IF the location of accessible pedestrian signal pushbutton must be changed. The contractor shall notify the Project Engineer '
J. Install 1 in. ilquid tight flexible conduit for lcop detector lead-in. 80} eloctrical conduit — bored under sidewalk. I // to obtain approval for the new location o ensure MUTCD Sec. 4E.09 & Fig. 4E~2 and the NCHRP publications “Accessible
K. Instati 2 in. polyviny! chiorids [Schedule 80] electrical conduit ~ trenched. : ' Pedestrian signals: Guide 1o Best Practice”. If not met, the MD 2 at Am0|d Road
L. Instalt 3 1n. polyviny! chloride [Schedule 80] eilectrical conduit - trenched. / GEOMETRIC LEGEND Contractor is to stop work on pushbutton locations until @ ‘ n
M. Install 3 in. polyvinyl chioride [Schedule 80] electrical conduit - bored. ' design Waiver is obtained. approved by the directors
N. Tnstall 4 in polyvinyl chioride [Schedule 80] electrical conduit - bored. o ! EXISTING GEOMETRICS 0fice of Traffic ad Safety. 4 APPROVALS REVISIONS TRAFFIC SIGNAL PLAN
0. Install {non-invasive) micro-loop probe (set of 3). raffic Group, In. ~= PROPOSED GEOMETRICS | 8. All' underground and overhead utilities shown on these plans are | - S / oty oo e fo Uy 12 200T | sop B 1" - 20 DATE __4/8/73 CONTRACT NO.A-810-2-576
P. Install 6 ff. x 30 ff. quadrupole type vehicle loop defecfor (3-6-3 turns). Suite H UTILITY LEGEND schematlc and are not to be considered complete. The Contractor TERTCEADER \?v S.H.A. No. :BWSIEMB2 .
Q. Instali 5 in. wide white broken pavement markings (3 ft. segment - 9 t gap) for lane line. 9900 Franklin Sguare Drive : ; oAS MAIN shall be responsible for notifying all utility companies prior '\, FIH ’@-}g&‘ . Wl?ﬂ%’%.ﬂ_ DESIGNED BY o Spence COUNTY Anne Arundel
R. Install 12 in. wide pavement marking — white for crosswalk. Bulti Mariond 21236 6 ‘GAS . to construction so that alf utilities may be located in the F upgrade rediight camera 2//06 J Spence 020022515
S. Install 24 in. wide pavement marking — white for stop line. - . sk, LAty " Y WATER MAIN field. If the Contractor perceives that a conflict between the | A>>'+ UIV: ¢H7 DRAWN BY LOGMILE ———

Z s s _ SEWER MAIN : \V CHECKED BY T.I.M.S. NO._ 1-446
T AbmdeOXiSflﬂg loop detector. . E 7' %‘ 4!0—-93!‘“6500 c e ELECTRIC CABLES utilitios and +he traffic signal equipment will occur, the % X I | l . l I e leMeDs | . :
3. lI’nsi-clll If,m. sfeedl s:an wire with vehicle signal heads, and signs @s shown. Install'zdn teather wire. _ 1-800-583-8411 5 . STORM DRAIN Contractor shall notify the appropricte Project Engineer 5TVIETo QQ@EF E  asbuitt 602 £.A.P. NO. N/ A TOD NO..
. Use existing conduit. X : $.H.A. No.:AW-879-60-085
. G; Uw Fax 410-931-6601 A A AERTAL CABLES immediately. .

#. Use existing handhole. T—— TELEPHONE CABLES | 9. All unused cable shall be remove. Gw. |02 | LE | mn]we | DRAWING NO. TS - 324G SHEET NO. 1 OF 2




